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Abbildung dhnlich

3BoHKOBbIN TpaHcthopmaTop 230/4-8-12 B E : I ‘ N

Tun TR-G3/18
Katanor Ne 272483

Bauartnachweis nach IEC/EN 61439

TexHuyeckue XapaKTepUCTUKN ANA NOATBEPXAeHUA TUna KOHCTPYKL UK

HoMuHanbHbIN TOK ANA yKa3aHUA NOTEPU MOLLHOCTU In A 0
lMoTepa MOLLHOCTM Ha NoNOC, B 3aBUCUMOCTM OT TOKa Pyid w 0
MNoTepa mowwHoCTV 060pYAOBaHMUA, B 3@aBUCMMOCTY OT TOKa Pyid W 7.02
CraTuyeckan noTepA MOLLHOCTH, He 3aBUCUT OT TOKa Pys w 0
Cnoco6HocTb 0TAaBaTh NOTEPU MOLLHOCTH Pve W 0
MuH. paboyan TemnepaTypa °C -25
Makc. paboyan TemnepaTypa °C 40
0

Texunyeckue xapakrepuctukmn cornacto ETIM 6.0
Devices for distribution board-/surface mounting (EG000062) / Bell transformer (EC001547)

Powering Business Worldwide

Electric engineering, automation, process control engineering / Transformer, converter, coil / Bell transformer / Bell transformer (unspecified) (ecl@ss8.1-27-03-11-90 [BAC147008])

Primary voltage
Secondary voltage 1
Secondary voltage 2
Secondary voltage 3
Secondary amperage 1
Secondary amperage 2
Secondary amperage 3
Max. output power
Max. output current
Max. power loss

Type of transformer
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Standard bell ringing transformer

Suitable for surface mounting Yes
Suitable for flush-mounting No
Modular version Yes
Length mm 55
Width mm 36
Height mm 90
Width in number of modular spacings 2
Short-circuit protected Yes
Temperature protection Yes
On/Off switch No
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