E.-T°N

=5 \
- “1:' . Tun VLC22-2P/L Powering Business Worldwide™
‘ =3 )‘ Katanor Ne 285378
o
P.Pr
Mporpamma nocraBok
ANA LMNUHAPUYECKUX NPefoXpaHuTenei
no 100 A
¢ dhyHKUMeh MuraHma
Bennuuna 22x58
Montocel 2
TexHuyeckue XapaKTepucTuku
InexkTpuueckui
Konuyectso nontocos 1P
1P+N
2P
3P
3P+N
HomuHanbHoe HanpaxeHue Ue B nepem. 690
Toka
PacueTHblit pabounii Tok le A 100
YCnoBHbIN pacyeTHbI TOK KOPOTKOr0 3aMblKaHUA lg 100
HomuHanbHaa yactoTa f My 50
KaTeropua npUMeHeHuA Nepem. Tok 21 B
HomuHanbHaA ycTonyMBOCTb K UMAYNbCY Uimp kB 8
Mpepoxpanutens W gG:9.5,aM: 7
Mexanuyeckui
MoHTaXHbI pa3mep KONNaykos MM 45
LlokonbHbiii pasmep kopnyca MM 121
MoHTaxHas WwupuHa MM 36/nontoc
Bec g 1P 160
1P+N 355
2P 310
3P 480
3P+N 680
MoHTax BoicTpogeiicTBytowee kpennenne ana DIN-peitku IEC/EN 60715
Knacc 3awmTbl
BCTPOEHHbIN 1P20
Knemmbl NpunoaHATbIE 3aXNMBbI
MonepeyHble ceveHna coeanHeHns MM’
0JHOXWIIbHbIN MM2 4-50
[lvana3oH TemnepaTtyp °C -25... +60
MomMeHT 3aTAXKN COeANHUTENbHbIX BUHTOB
HayanbHblii NyckoBoit MOMEHT Hm Makc. 2,5
KaTeropua nepeHanpsXeHus / cTeneHb 3arpA3HeHnA -
CTo/KOCTb K TOKAM yTEUKM CTI 400
Bauartnachweis nach IEC/EN 61439
TexHuyeckue xapakTepucTukv AnA NOATBEPXKAEHUA TUNA KOHCTPYKLUM
HomuHanbHbIii TOK ANA ykazaHUA NoTepyU MOLLHOCTH In A 100
MoTepA MOLLHOCTM Ha NontoC, B 3aBUCUMOCTH OT TOKa Pyid W 0
MNotepAa mowwHocTV 060pyAOBaHMUA, B 3@aBUCMMOCTH OT TOKa Pyid w 19
CraTuyeckan noTepA MOLLHOCTH, He 3aBUCHUT OT TOKa Pys W 0
CnocobHOCTb 0TAaBaTb NOTEPU MOLLHOCTM Pye w 0
MuH. paboyan TemnepaTtypa °C -25
Makc. paboyas Temnepatypa °C 55
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Texnnueckme xapaktepuctuku cornacxo ETIM 6.0
Low-voltage industrial components (EG000017) / Fuse switch disconnector (EC001040)

Electric engineering, automation, process control engineering / Low-voltage switch technology / Off-load switch, circuit breaker, control switch / Fuse switch disconnector

(ecl@ss8.1-27-37-14-01 [AKF058010])

Version as main switch No
Version as safety switch Yes
Max. rated operation voltage Ue AC Vv 690
Rated permanent current lu A 100
Rated operation power at AC-23, 400 V kw 0

Conditioned rated short-circuit current Iq kA 100
Rated short-time withstand current lcw kA 1.2

Suitable for fuses
Number of poles
With error protection

Type of electrical connection of main circuit

Not applicable
2
No

Screw connection

Suitable for ground mounting Yes
Suitable for front mounting 4-hole No
Suitable for busbar mounting No

Type of control element

Rocker lever

Position control element Front side
Motor drive optional No

Motor drive integrated No
Version as emergency stop installation No
Degree of protection (IP), front side 1P20
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