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Bauartnachweis nach IEC/EN 61439

TexHuyeckue xapakTepucTukv AnA NOATBEPXKAEHUA TUNA KOHCTPYKLUM

HomMuHanbHbI TOK ANA yka3aHWA noTepu MOLLHOCTH In A 25
MoTepa MoOLWHOCTYM Ha nonioc, B 3aBUCUMOCTM OT TOKa Pyid w 0
MoTepsa MowHoCTV 060PYAOBaHUA, B 3aBUCUMOCTY OT TOKA Pyid w 12
CraTnyeckan noTepA MOLYHOCTH, HE 3aBUCUT OT TOKa Pys w 0
Cnoco6HocTb 0TAaBaTL NOTEPU MOLYHOCTH Pve W 0
MuH. paboyas Temnepatypa °C -40
Makc. paboyan Temnepatypa °C 60
0

Texunueckume xapaktepuctuku cornacxo ETIM 6.0

Devices for distribution board-/surface mounting (EG000062) / Installation contactor for distribution board (EC001653)

Electric engineering, automation, process control engineering / Electrical installation, device / Modular serial built-in device for electrical circuit distributors / Installation contactor for
distribution board (ecl@ss8.1-27-14-23-08 [AFZ820012])

Rated operating voltage Vv 440 - 440
Rated operation current A 25
Utility category 1

Rated excitation voltage \ 230 - 230
Voltage type (operating voltage) AC
Voltage type (excitation voltage) AC
Number of normally open contacts 2
Number of normally closed contacts 0

Max. incandescent lamp load w 3000
Max. load fluorescent lamp VA 1160
Max. load fluorescent lamp (Duo circuit) VA 2552
Max. load fluorescent lamp (parallel compensated) VA 1044
Slider for hand switch No
Number of modular spacings 1
Built-in depth mm 60
Additional equipment possible Yes
Degree of protection (IP) 1P40
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