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TexHuyeckue xapakTepucTukv AnA NOATBEPXKAEHUA TUNA KOHCTPYKLUM
HomuHanbHbIil TOK AnA yKa3aHA NoTepn MOLLHOCTY
lMoTepA MOLYHOCTN Ha Nontoc, B 3aBUCUMOCTY OT TOKa
MoTepa MowwHOCTV 060pPYAOBaHUA, B 3aBUCMMOCTH OT TOKa
CraTnyeckan noTepA MOLYHOCTH, He 3aBUCUT OT TOKaA
Cnoco6HocTb 0TAaBaTb NOTEPM MOLLHOCTH
MwuH. paboyan TemnepaTtypa
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Texunueckue xapaktepuctukmn cornactio ETIM 6.0
Devices for distribution board-/surface mounting (EG000062) / Auxiliary contact unit for distribution board (EC001286)
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Electric engineering, automation, process control engineering / Electrical installation, device / Breaker switch component/ Auxiliary contact unit for distribution board (ecl@ss8.1-27-14-35-02

[AKE327010])

Device fitting

Additional equipment

Attached at delivery

Assembly width (TE)

Number of normally open contacts
Number of normally closed contacts
Number of change-over contacts
Number of fault-signal switches

Rated switch current

Nominal rated voltage

Control voltage type

With autotest for earth leakage function
Suitable for max. number of poles main contact unit (total)

Suitable for max. current main contact unit
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