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DyHKyma:

LiBer
T-o6pasHas pyuka
Knonounasa naHenb
Kxonoynas nanenb
Knacc 3awutbl
pamka
Moakntoyenne k SmartWire-DT

Xopa opraxa ynpaBnenua n npusogHoe ycunue corn. DIN EN
60947-5-1, rn. 5.4.1

MwuHuManbHoe ycunue AnA NPUHYAMTENBHOTO pa3MblKaHNA N
pasmepbl NepeaHeit naHenn

yKasaHus

Texuunueckue XapaKTepucTuku
06wan uapopmaumna

CTaHﬂaprl unpeanucaHna

MexaHuyeckuit cpok cyx6bl Mepekntodenmiy 106

yacToTa NpUBEAEHUA B AeNCTBUE NepekntoyeHn:
y

Pabouunit MomeHT Hm
CTOMKOCTb K KNUMATUYECKUM BO3AENCTBUAM
Knacc 3awmTbl
TemnepaTtypa okpyxatoLeii cpeasl

PasoMKHYT °C
YCTaHOBOYHOE NONOXKEHME
YRapoycTonyuBoCTL g
Bauartnachweis nach IEC/EN 61439
TexHu4yeckue xapakTepucTuKv AnA NOATBEPXKAEHUA TUNA KOHCTPYKLMN

MwuH. paboyan TemnepaTtypa °C

Makc. paboyan Temneparypa °C

Texnnuyeckume xapaktepuctukmn cornacio ETIM 6.0

Low-voltage industrial components (EG000017) / Front element for selector switch (EC000222)

llluminated selector switch actuators, Flat Front, with thumb-grip,

E.-T°N

Powering Business Worldwide

RMQ-Titan

CBeTsALLmMecs KHOMOYHbIE NepeKnioyaTent
OTpenbHoe ycTpoiicTBO

¢ T-o6pa3Hoii pyukoii

Ha BbIfop:

Ha Bblbop:

3 nonoxexus
Ha BbIfop:

Ha Bblbop:
P64
MeTtannuyeckan pamka

na, ¢ Mmoaynamu nogknodequs SWD-RMQ

0
@36 Mm

Bo3moXxHOCTb N3MeHeHNA ¢ thukcaunein/6e3 dukcaumm, ¢ KOAUPOBOYHBIMM
aetanamu M22-XC-Y

IEC/EN 60947
VDE 0660

>0.1

= 2000

=03

BnaxxHblii Harpes, NocToAHHbIA, B cooTBeTcTBMM ¢ |EC 60068-2-78
BnaxxHblii Harpes, unknuyeckwii, B cootsetcTeum ¢ IEC 60068-2-30

P64

-25-+70
noban

15

[OnutenbHocTb yaapHoro Bo3geiicTeua 11 mc
Monycuuyc

corn. |IEC 60068-2-27

70

Electric engineering, automation, process control engineering / Low-voltage switch technology / Command and alarm device / Front element for selector switches (ecl@ss8.1-27-37-12-13

[AKF031011])
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Number of switch positions
Type of control element
Suitable for illumination
Colour control element
Colour indicator light cap
Construction type lens
Hole diameter

Width opening

Height meter opening
Switching function latching

Spring-return

Degree of protection (IP), front side

With front ring
Material front ring

Colour front ring

Pa3mepbl

SN

M22x 1.5

Toggle

Yes

Round

30

Yes
No
1P66
Yes
Metal

Chrome

265mm

(0.10%)

TR RO

(0.06
—

1.5-55mm

-0.22")

26.3 mm

-

19.6 mm

(0.77")
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NononuutenbHaa uHopmauma o npoAyKTax (ccbinkm)
1L047019ZU Nnockwuii au3aitn
1L047019ZU Mnockuit an3aitH ftp://ftp.moeller.net/DOCUMENTATION/AWA_INSTRUCTIONS/IL0470192U2017_12.pdf
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