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Tun
Katanor Ne
Eaton KaTanor Ne

Mporpamma noctaBok
AccopTUMeEHT

OcHoBHa# thyHKumA

Knacc 3awmTbl

HomuHanbHoe Hanpsexne
Pa3HoBMAHOCTM OCBELLEHNA

CBeToanemeHT

LiBer

DyHKuMA

Moakntoyenne k SmartWire-DT

TexHnyeckue xapakTepucTuku
06wan uucpopmauma

CTaHﬂaprl unonoxeHua

CTOiKOCTb K KTUMaTUYECKUM BO3AENCTBUAM

YCTaHOBOYHOE NON0XeHne

YnapoycToiiunsocTb

Knacc 3awutbl IEC

Knacc 3awutbl UL

maTtepuan

Liset konnayka

Temnepatypa oKkpyxatowiei cpeabl

KonuyecTBo curHanbHbiX 31eMeHTOB

Bec
KonTakTbl

HomuHanbHan ycToumBoCTb K AMAYNbCY

HomuHanbHble BblAepXXUBaeMble HaNnpAXKeHUAa n3onauuun

KaTteropua nepeHanpsxeHus / cTeneHb 3arpA3HeHUs
Mopynu

Pa3HoBMAHOCTM OCBELLEHUA
CBeTo3anemeHT

‘-Iacha MI/IFaHI/Iﬂ/BCHbILLIKI/I
TOKOyTeuKa

CpOK cNyx6bl
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Powering Business Worldwide

CaeToBble curHanbHble GalHu SL
Mogaynb NpepbIBUCTOr0 CBEYEHUA
1P66

24V AC/DC

Muratowmii ceet

Csetoanoa
CUHMI
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N N
44— 4 —4-
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Het

IEC/EN 60947-5-1

BnaxHblit Harpes, NOCTOAHHbINA, B cooTBeTcTBUM C |EC 60068-2-78
BnaxHblit Harpes, umknuyeckuii, B cootsetcTsum ¢ |EC 60069-2-30

noban

>15

corn. I[EC 60068-2-27

OnutenbHocTb yaapHoro Bo3aeicTeusa 11 mc
Nonycunyc

P66
IEC/EN 60529

Tun 4, 4X,13

Kopnyc: nonukap6oHart (PC), 4épHbiit
Konnauok: nonukap6ouat (PC)

CUHUIA
-30 - +60

Makc. 5 co cTaHfapTHON 0CHOBOA
makc. 10 ¢ 6a30i AnA ABYCTOPOHHEr0 MOHTaXa

45

4000

250

/3

Muratowmii ceet
Caetoavon

2y

<0.003

> 100000

1/3



Yron nanyuenus 360°
MoTpebnAaemblit TOK/MOLHOCTL
24 B nepem. ToKa/nocT. Toka A 0,028 - 0,036

[lvana3oH HanpaXeHui 24 B nepem./noct. Toka = 10 %

Bauartnachweis nach IEC/EN 61439
TexHuyeckue xapakTepucTukv AnA NOATBEPXKAEHUA TUNA KOHCTPYKLUM
MwuH. paboyan TemnepaTtypa °C -30

Makc. paboyaa TemnepaTtypa °C 60

TexHnueckue xapakrepuctuku cornacto ETIM 6.0
Low-voltage industrial components (EG000017) / Optical module for signal tower (EC000232)

Electric engineering, automation, process control engineering / Low-voltage switch technology / Command and alarm device / Optical module for signal tower (ecl@ss8.1-27-37-12-20
[AKF038011])

Function Blinker light

Colour Blue

Outer diameter mm 43

Degree of protection (IP) 1P66

Operating voltage at AC 50 Hz Vv 24 - 24

Operating voltage at AC 60 Hz Vv 24-24

Operating voltage at DC v 24-24

Voltage type AC/DC

Type of lamp LED

Colour housing Black

Anpobauum

Product Standards IEC/EN 60947-5-1; UL 508; CSA-C22.2 No. 14-10; CSA-C22.2 No. 94-91; CE marking
UL File No. E29184

UL Category Control No. NKCR

CSA File No. UL report applies to both US and Canada
CSA Class No. NKCR7

North America Certification UL listed, certified by UL for use in Canada
Degree of Protection UL Type 4, 4X,13

31.10.2017 HPL-ED2012 V2.0 EN



Pasmepbl

62 mm (2.44")

nOﬂOﬂHMTeﬂ bHAA MH(IJOpMall,VIFI 0 npoAaykTax (CCbIﬂKM)
1L047001ZU SL4, 06wan MHCTPYKUMA NO 3KCNyaTauum

1L047001ZU SL4, 06wwan MHCTPYKUMA MO ftp://ftp.moeller.net/DOCUMENTATION/AWA_INSTRUCTIONS/IL047001ZU2013_02.pdf
aKcnayaTaummn

1L047001ZU SL4, instructions générales ftp://ftp.moeller.net/DOCUMENTATION/AWA_INSTRUCTIONS/IL047001ZU2013_02.pdf
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